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The MAX Data Collection Monitor requires Windows 2000, Windows 2003 or Windows
XP, which is connected to a network using TCP/IP protocols. The PC must have access
to both the data collection devices and MAX data. A Pentium or better machine with at
least 2 GB of RAM and 500MB of free disk space is recommended. The monitor program
functions as a server to the data collection devices and will typically have several
simultaneous users. Therefore installing the application on a dedicated computer will
insure optimum service. Performance will vary depending on the level of activity, the
throughput on the network and the resource load of the installed-to machine.

The monitor program functions as a server to the data collection devices and will typically
have several simultaneous users. Therefore, installing the application on a dedicated
computer will insure optimum service.

Updating a Currently Installed Vers ion

As a precaution, make sure that you have a Backup of MDCParams.MDB,
extMDCM.MDB and all Crystal Report files, which are in the application folder.

Run InstallERMDCM_2008.exe and select desired components:

st iR %) 1. ERMDCM uses MAXUpdate for processing

Check the components you want to install and uncheck the companents you don't want to Standard transaCtlonS' MAXUpdate IS a Set Of

o S DLL's that provide a library of MAX functions.

S cmpis s MAXUpdate is a separa_te module provided by
] R o Exec Exact, please consult with the MAXUpdate

ERMDCM Documentation

documentation for more information.

2. If this is a new installation Run
ConfigScreens.EXE to load your

[ oo ] [ oo ] configuration. Select the same directory that

you used to install the application. If you are
upgrading from MDCM v2007 for MAX 4, copy the current version of
MDCParams.MDB into the ERMDCM application folder. This file contains yours
screens.

3. Make the following MAXUpdate files available to ERMDCM from a search path:
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B ERMDCM_RM Tools Main Menu
I.Yai e Parameters ScreenShaper Triggers  Help J y ( I ) l - * " |
DataSources v
Registration |\|‘Z E xactRM Server \\BPTBASET\ExactRMSAM | | WA
Compary: Exact Bk Sample Comparny . L ) .
License: “\Bptbasel'Shared\ExactRM\AMServertLIC 0 | *% | | *% |
1 ( " *
2 * | | [P 1"
3 " "l 04
MDCParams.MDB: |C:'Projects\MDCMRM20074MDCMD ata

extMDCM.MDB:{C:Projects\MDCMRM 20074MD CUtils_2007
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, Login - default password is CYCLONE

Paszward:

xxxxxx)1

[ Import Settings

D ata Settings | Cancel k.
Set the Data Source and Data Paths.
This should be set to a test data set to QL Servere. [TIMSLAPTGR200G |
begin with to allow for testing and % Use Windows Authentization
training. The locations for SOl Server ulrertizaticn
MDCParams.MDB (Screen Source) and s |SA ~~~~~~~
extMDCM.MDB (Triggers) will default to parss |
the application folder. Company
IExact Sample =l
D ataBase:

IExactHMSAM

M License Path

IC.\Exacl\HMSewer\Lic

& Log Path

IC: “Projects\20084WMDCMMEWMDC Ut

Test MAx Connection |

MDCParams MOE Path (Screens Source)

||:-\Pmiects\znns\mDcms\MDcMData

extERMDCM.MDE Path (Triggers):

IE: “Projectzh 200840 ChENADCR D ata

=

Cancel | Apply |

g i ! e & ™ BPTelnetServer Site Key
I & I*1 "5 :
& "o Lompany: [BFT, INC.
Securnty Key: | xxxxxxxxx
Cancel | 0K |
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# ExactRM Data Collection Parameters
Stock Browise T Zebra

Hardware Seltings T EmplD's

Software Settings

Emplayee ID List
1000 1000, T
1100

I
1200 1200, T
1300 1300, T

Labor Tracking Status

Employee ID
First

Middle

Last
Password

Multipleor [ Rate [

Single

NumOpen
Fieset NumOpen

| e |

| | " =
' 6 T N Statup |1 ExactAMDC LOGIN |- Mavigation
* ) User Secuiity Same As il il
0 DL LOGIN 2
nn M DC OGN I
! I 02 - Main Menu = 3
03 - Inventary: 4
04 - Transfer &5
05 - Unplanned Receipt w
06 - Prod Rec Pallets 7
07 -Rec PO: i
08 - CycleCount:
09 - Part Finder: ]
10 - Loc Help: Ao
11 - Lbr In/0u: H1
12 - Labor Login: e |
M2
|} Screen Description Ent
T [EvactRM DC LOGIN | Password? o | 2 [ [Main Menu:
| 16 rows by 20 columng [row= 8. col= 7
Ent |e r Emp |l o |y e |e I D
N\ H
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ExactRM Data Collection Monitor Login [®]
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ExactRM|
[ by Balance Point Technologies, Inc.
Company |E:-<act R Sample Compary j
Password ‘“““"

Enter details for the host that you want to call:

Host address:  [127.0.0.1| |

Port number: |23 |

Connect using: |TCP/IP {Winsock) hd |

QK Cancel

“& mdem - HyperTerminal

Eile Edit View Call Transfer Help
0= & =h &
s
MAX DC LOGINM
Enter Emplovee ID
[<oeoere ]
LA
< | >
Connected 0:00:9% Auto detect TCP/IP
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Input fields are identified by their sequence on the
screen. Generally it is not possible to delete an input
field. Labels can be removed or modified as needed.
To hide an input field, for example if you don't use serial
control, and want to hide the serial labels and input
fields:
1) Remove the label
2) Remove the field
3) Add the field back as a one character string
Input field, without distinguishing “Display”
attributes. Place it in sequence on the screen
wherever you have room.
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Run InstallERMDCM_2007.exe on the
new computer.

Copy the following files from the current
installation:

1) MDCParams.MDB
2) extMDCM.MDB
3) MDCMRegs.reg
4) BPTNSRegs.reg

On new computer, start ERMDCM Tools
Login - default password is CYCLONE

Check “Import Settings” to import all the
settings from the current installation.

Make MAX DLL'’s available with a search
path. (See installation above.)

If the new IP address is different than the
current IP, update the clients to connect
to the new address (or name.)
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