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The MAX Data Collection Monitor requires Windows 2000, Windows 2003 or Windows XP, which
is connected to a network using TCP/IP protocols. The PC must have access to both the data
collection devices and MAX data. A Pentium or better machine with at least 512 MB of RAM and
100MB of free disk space is recommended. The monitor program functions as a server to the
data collection devices and will typically have several simultaneous users. Therefore installing the
application on a dedicated computer will insure optimum service. Performance will vary
depending on the level of activity, the throughput on the network and the resource load of the
installed-to machine.

The monitor program functions as a server to the data collection devices and will typically have
several simultaneous users. Therefore, installing the application on a dedicated computer will
insure optimum service.

Updating a Currently Installed Version

As a precaution, make sure that you have a Backup of MDCParams.MDB, extMDCM.MDB
and all Crystal Report files, which are in the application folder.

Installing Screens: Run ConfigScreens.EXE
to load your configuration. Select the same

© MAXExact Data Collection Monitor Setup g|§|[g|

Choose Components P
Choose which features of MAXExact Data Collection Monitor you want to install. K 9 y d | recto ry that you used to InSta” the
application.
Check the components you want to install and uncheck the companents you don't want to
install. Click Mext to continue,
() MAX Data Collection Screens Setup =)
Select components to install: Description b el Dt Colcton Src %)
D MiCrDSD& o s will install MAX Data Collection Se the following folder. To install different
|- [#] Select Version of MAX i, Gk o s sect soer o, ksl 1y srt bt
MDCM for MAXExact
MDCM Documentation
) DE:‘::::FLWDCM
Space required: 22.5MB
£ > Space required: 1.8MB
< Back ” Mext > ] [ Cancel
"I #H#P
40t -+ - Rk 4 #4#$ 1
1 4 n ! 4 - mn ! *1! L} & 1 5 - 1
- 011 "~ -& 4 & 4 & "14 0+
4 1 4 &6 1& 4& -1'1
) %l 4 O 1" ( ' P
MAX DLL’S 0 1 O ] 915< % ( Cow
MAXEXEC2 DLL & Co14 1 1 "o
MAXBTRV2 DLL
MAXTRAN2 DLL . .
MAXORDR2.DLL TN 4 87974 -
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1 Macromedia
3 Metrowerks
B+ MicraRP

. @-{7 Costing
=1-{0 Executive
(D <ot anager

{:l M aster 5 cheduling
B-{Z1 Shop Floor Execution
{:l System Manager

d Marme | Data
[Drefault] [walue not set)
DataF'ath Mo KEWILLAMARADAT Y
MaxPath VEAKEWILLAMARNEREN

|M_l,l ComputertHKEY_CURREMT_USERM\Software\Micrabd R PAE zecutivelD atakd anager
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4 - 1 -
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(23 manELOCAL Name Type Data
(23 MANEMAY Ehj(DEfau\t) REG_S5Z {value not set)
g ManeCrig [aB) ArrayBuffersize REG_5Z 8
= :i: ;2:; [aB) arrayFetchon REG_S5Z 1
£ MAX CTRONIX [ab] AutoDoubleQuate REG_ST i
2 Max sam E"jDescrlphnn REG_S5Z Pervasive ODBC Client Interface
(£ MAX TRACTECH Driver REG_S5Z C:VPVSWBIn'w3odbeci.dil
£3 MAXTILA @5EI’VETDSN REG_SZ EPT MAXDAT
(£ MAXEXACT SAM EhjServErName REG_SZ BPTBASE1. 1583
Fe JMAXEXACTDAT [aBjTcPPart REG_SZ 1583
L1 MAXFIFQ @TranslaﬁonDLL REG_S5Z
D MAXSAM | E"]Translahonophan REG_SZ
D MTK ABC ‘ EthranspDrtHint REG_SZ TCP
{2 Moo 3
. [T MY FVDRAM |
< EE >
My Computer\HKEY_LOCAL_MACHINE\SOFTWARE\ODEC\ODEC. INIMANEXACTDAT
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BHE MDCM Tools Main Menu

0114 0O+

REE)

Activity Parameters ScreenShaper Triggers Help
DataSources
 —— MAMERADAT <> M-AMARNERE
MAX DSN [MaxERACTDAT
MDOCParams.MDB  |CA\PROJECTS'MDCM 2004540 CHMDAT A
extMDCM.MDB [CAPROJECT S4MDCM 2004540 CHMDAT &
MAX Version [Releaselnfa]
bax erzion=1717
3 (- (@1 =- &> +-
3 < & ? +
3 % ++ = 'O ++
'3 <1 = -1+ 0" "1
3 + = 1 +
3 ( n e ( " ; (
% & & (" 4 1 40 1 14 0+
' @ &6 4 - % + 1 %
Pazzwiord: [

Set the Data Source and Data Paths for
MAX. This should be set to a test data set
to begin with to allow for testing and
training. The ECI Data Path is only
needed if using pre MAX 3.7 and running
optional automated ASN generation. The
locations for MDCParams.MDB (Screen
Source) and extMDCM.MDB (Triggers)
will default to the application folder.

Please note that making entries here will affect
the same registry entries that the MAX Client
uses.

D atapath | Cancel k.

DCM Data So
MAX.EXE Path:
‘M WMARAERE
MAX Data Path:
‘M WMARADAT
MDCParams.MDB Path (Screens Source):
‘E:\PHDJEETS\MDEMZUEM\MDEMDATA
extiDCM.MDB Path (Triggers):
‘E.\PHDJEETS\MDEMZUEM\MDEMDATA
MAX ODBC Data Source:
| MAHEXACTDAT |
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Company: |BF'T, IMNC.
Security Key: pEe—
Cancel | ak |
~ MAX Data Collection Parameters X
Stack Browse 1 Zetra

Hardware Settings EmplD’s Software Seftings I

Employee ID List
VENTURA. JESSE

5
&
=
=
H
IS
mm
3
Ed
a
g
=z
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I
I

1315 HOWARD. LINDA |

Employee ID |'™

First pesse
Middle i

Last VENTURA

Password

g:l;.lpele or ’T Rate 0

Delete Update

- %1 - 0
= - &4

4 -
+1

Actions

Statup |1 |MAXDC LOGIN

Havigation

User Security Same As 1] fl
2
M ain Merw = 13 —
- Inventony: 4
- Transfer. ]
- Unplanned Receipt: w
- Prod Rec Pallets 7o
-Rec PO: —
- CycleCount: f8
- Part Finder: L]
- Loc Help: no |
- Lbr InfOut oo
- Labor; s’ 2

Screen Description
1 |M&xDC LOGIN [™ Password?

| 16 1ows by 20 colurning |

Enter 75 Main Menu:

( 1 %l 4

A#T7]

<

0

Enter Password ||

@
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Connect To

MDCM

Enter details for the host that you wart to call:

Host address:  127.0.0.1] |

Port number: |23 |

Connect using: |TCP,-"IP (Winsock) V|

oK Cancel

“& mdcm - HyperTerminal

File Edit view Call Transfer Help

MAY DC  LOGIN '
Enter Emplovee ID
LRI
¢ | > -
Connected 0:00:44 Auto detect TCR/fIP
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& Convert Screens to Default Layout (10 digit Order)

BEx]

MDCParams MDB Path {Screens Source):

IE:\Proiects\MDEM 20068MDCMD akat T est

Screens to Corvvert

Canvert Al |

Screen Source

[]004 Transfer:
71005 Unplanned Receipt:
[] 00 Prod Rec Pallets

w007 Rec PO:

[] 008 CycleCount:

[] 003 Part Finder:
[]012 Labor:

1013 Indidual Logout:
[1074 Crew Out:
[]016 Loz OnHand:
[1017 BOM Inguiry:
[]1018 Tran Finder:
1019 Rec MI:

[]020 Prod Rec no BAF
[1021 Prod B/F

[ 022 Iszue Prod
[]023 Tag Count:

[] 025 Adjust

[]028 Post OP:
[]0290p Scrap
1030 Grplre

1031 Ship:

[[]1032 RMaA:

[] 033 Grp Qut:
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SELECTION PROPERTIES @
Digplay :

[~ Hoid [ Password

[ Underline v Reverse Yideo Display

[v Input Field

Data Type :

" Humber + Alphanumernc [ Shing

Field Identifier
N e Part D " Quantity
" Lot " Serial D " Purchase Order

Cancel | Remove

oK |

Input fields are identified by their sequence on the
screen. Generally it is not possible to delete an input
field. Labels can be removed or modified as needed.
To hide an input field, for example if you don’t use serial
control, and want to hide the serial labels and input
fields:
1) Remove the label
2) Remove the field
3) Add the field back as a one character string
Input field, without distinguishing “Display”
attributes. Place it in sequence on the screen
wherever you have room.
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Run InstalMDCM.EXE on the new
computer.

Copy the following files from the current
installation:

1) MDCParams.MDB
2) extMDCM.MDB
3) MDCMRegs.reg
4) BPTNSRegs.reg

On new computer, Login - default
password is CYCLONE

Check “Import Settings” to import all the
settings from the current installation.

D atapath | Cancel k.
Copy MAX DLL’s into the application .,
folder, or make them available with a 3 "!9% | ##
search path. (See installation above.) 3 #H
3 "7 ##
3 "1%" ##

If the new IP address is different than the
current IP, update the clients to connect
to the new address (or name.)
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Function Keys |
Fi]
F2| * Marmal
|:3| £ Shift
F4 | " Control
5 I"[DM " Contral Shift
F& |17~
F7 | s~
F& | 19~
Fa | [0~
F10| (21~
F11 | (22~
F12|"[[z3~
" +196'-*+7 H& ? &6 19-6'-6
Temminal Setup |
— Screen Size — Scroll Buffer Size — Emulation
Colurnmz Rowsz I 3276 I wH 0 j
20 T =
¥ S Bit Char.
— Curzor — Mizc. [t preter
& Underline " Block Answer Shing
 Backspace Key [ Inboud LF-:CRLF
¥ Backspace ¢ Delste I™ Outboud CR->CRLF s oo
I Outbond CR->LF SEEn A
- Anow Keys I~ &NSI Colar
% Momal " Application M Line 'wiap
: T Beverse
~ Keypad [ Mangin Bell
&+ Numeric  © Application [V W arnning Bell =et Colar |

Cancel
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Welcome tim! | Portal Home| | Portal Documentation | Logoff

MAXToolkit Support Center

Home Discussions Adv Forecast Consignment LabMan LeanMAX LeanVoucher MAX Changer MAXToolBox QilUiell N MAX POS SuperZap UDCM WIP

Installers Status and Information

# MDCM w2008 for MAX v4 (Beta) Latest Builds by MAX Version  uedstes: o4in4zo008
# MDCM v2005 for MAX v3 1324+ MAX (V4) MDCM 2006.0.1 Build 1

# MDCM for MAX v3 < 1324 MAX (1324+): MDCM 2005.0.1 Build 42

It is very important to be compliant with MAX Gold Standards and to make the current MAX DLL's available. Please see the Installation Guide.
Quick Launch
# Bar Code Information
 Change History
Recent Enhancements:

# Creative Solutions

A Crystal Templates

MNew FastRepetitive Production Screen: (Screen#181) Intended for One-Scan production reporting and allows partial issues of back flushed components.
Writes a message to transaction history identifying shortages.

Repetitive option for large BOM's to be back flushed in back ground for quicker operator response.(Requires Back Flush plug-in)

ScreenShaper updated to be compatible with multiple language versions of Windows.

When using UDFKEY_01 for part look up and not found a match against PRTNUM_01 will be made, so that both can be used.

Labor: new switch to reset a posted good quantity to the allowable quantity with a warning message and beep. If processed will triggerD + Q as a

# Users Manual notification.

New Repetitive Production Screen: (Screen#180) allows partial issues of back flushed components. Writes a message to transaction history identifying

~lartamne

# Installation Guide
# MDAC Downloads

# New Public Screens

#0n Line Support

2 Telnet Client: SimpTerm
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